E6000

Hand-Held Versatile Gas Analyzer for Emissions Monitoring of
Boiler, Engine, Furnace, and Other Combustion Applications

Six Gas Industrial Emissions Analyzer

. E INSTRUMENTS

Built with Quality in Mind

Accurate . IET I
Reliable RAELES
CO @ UpToSIX Gas Sensors
Robust @ PC Software with Bluetooth
02 @ Automatic Data Saving s
FaSt ¥ Total NOx Capable © NO

@ Low NOx & Low SO, Capable
@ CO Sensor w/ NOx Filter
@ Draft & Differential Pressure
@ Combustion Efficiency
@ Internal Memory (2000 Tests)

H.S

@ Customizable Display Screen & Print-Out

i Pre-Calibrated, Field Replaceable
Gas Sensors

' Dilution Pump For CO Auto-Range .
Measurements Up To 10% 9 BlUEtOOth

E NEW Sample Conditioning Unit For
— Low NOx & Low SO, Applications

gFu!I COLOR Graphic Display gBU/ILT-IN Printer
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E6OOO Features

Sample Conditioning Unit

For Low NOx & SO, Applications

Removes Moisture at the Probe For More

Accurate Low NOx & SO:=

Measurements

Parameter Sensor Range Resolution  Accuracy
Q, Electrochemical 0-25% 0.1 % +0.2 % vol
) Electrochemical 0 - 8000 ppm 1 ppm +8 ppm (0 - 200ppm)
H, Compensated +5 % rdg (201 - 2000ppm)
w/ Built-In NOx Filter +10 % rdg (2001 - 8000ppm)
CO DILUTED Electrochemical  0.8% - 10.00% 0.01% +10% rdg
CO; Calculated 0 -99.9% 0.1%
NO Electrochemical 0-5000 ppm 1 ppm +5 ppm (0 - 100 ppm)
+5% rdg (101 - 5000ppm)
NO. Electrochemical 0 - 1000 ppm 1 ppm +5 ppm (0 - 100 ppm)
+5% rdg (101 - 1000ppm)
Low NO and/or Electrochemical  0-100.0 ppm 0.1 ppm £1.5 ppm (0.0 - 40.0ppm)
Low NO, +5% rdg (40.1 - 100.0ppm)
NOx Calculated 0-5000 ppm 1 ppm
S0, Electrochemical 0 - 5000 ppm 1 ppm +5 ppm (0 - 100ppm)
+5% rdg (101 - 5000ppm)
Low 50, Electrochemical 0-100.0 ppm 0.1 ppm +1.5 ppm (0.0 - 40.0ppm)
+5% rdg (40.1 - 100.0ppm)
CxHy (HC) Pellistor 0-5% 0.01% +5% Full Scale
Tair Pt100 -10to 212°F 01°F +1°F
-10to100°C  01°C +1°C
Tgas TcK -4 10 2280 °F 0.1°F +(1.5 °C (-20 to 100 °C)
-20t0 1250°C  01°C +0.5% rdg (101 to 1250 "C)
Pressure/Draft Semiconductor +0 - 80inHO 0.007 inHO +1.0% rdg
Excess Air Calculated 0 - 850% 1%
Efficiency Calculated 0 -100% 01%

For pricing information and queries contact:

Envirotech Instruments Pvt. Ltd.

A271 Okhla Industrial Area Phase 1, New Delhi 110020

Tel: 011-26813887, 26814139 Fax 91-11-26811833
email: sales@envirotechindia.com sales.envirotech@gmail.com
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